Service Manual

2. Specifications
2.1 Specification Sheet

Parameter Unit Value
Model GWHO09ACC-K6DNA1TA GWHO09ACC-K6DNA1A
Product Code CB497003000 CB497003001
Power Rated Voltage \V~ 220-240 220-240
Supply Rated Frequency Hz 50 50
Phases 1 1
Power Supply Mode Outdoor Outdoor
Cooling Capacity W 2700 2700
Heating Capacity W 3000 3000
Cooling Power Input W 805 805
Heating Power Input W 779 779
Cooling Current Input A 3.8 3.8
Heating Current Input A 3.5 3.5
Rated Input W 1500 1500
Rated Current A 3.8 3.8
Air Flow Volume(SS/H/MH/M/ML/L/SL) m°h 610/570/540/470/440/420/390 610/570/540/470/440/420/390
Dehumidifying Volume L/h 0.8 0.8
EER WIW 3.35 3.35
COP W/wW 3.85 3.85
SEER Wiw 6.8 6.8
SCOP(Average/Warmer/Colder) W/W 4.1/5.1/3.3 4.1/5.1/3.3
Application Area m’ 12-18 12-18
Indoor Unit Model GWHO09ACC-K6DNA1A/I GWHO09ACC-K6DNA1A/I
Indoor Unit Product Code CB497N03000 CB497N03000
Fan Type Cross-flow Cross-flow
Fan Diameter Length(DXL) mm $98X633.5 $98X633.5
Cooling Speed(SS/H/MH/M/ML/L/SL) r/min 1200/1100/1050/950/900/850/800 1200/1100/1050/950/900/850/800
Heating Speed(SS/H/MH/M/ML/L/SL) r/min 1150/1100/1050/1000/950/900/850 1150/1100/1050/1000/950/900/850
Fan Motor Power Output W 20 20
Fan Motor RLA A 0.31 0.31
Fan Motor Capacitor uF 1.5 1.5
Evaporator Form Aluminum Fin-copper Tube Aluminum Fin-copper Tube
Evaporator Pipe Diameter mm 5 5
Indoor Evaporator Row-fin Gap mm 2-14 2-1.4
unit  |Evaporator Coil Length (LXDXW) mm 635X22.8X306.3 635X22.8X306.3
Swing Motor Model MP24BA MP24BA
Swing Motor Power Output W 1.5 1.5
Fuse Current A 3.15 3.15
I\S/Icl)_l/JC/dSE{ essure Level(SSIHIMHM/ | 45 a) 40/37/35/32/30/28/26 40/37/35/32/30/28/26
S"S”L”)d Power Level(SSHMHMMLI | - 45 (a) 54/48/46/44/41/35/33 54/48/46/44/41/35/33
Dimension (WXHXD) mm 889X294X212 889X294X212
Dimension of Carton Box (LXWXH) mm 935X349X273 935X349X273
Dimension of Package(LXWXH) mm 940X365X284 940X365X284
Net Weight kg 11 11
Gross Weight kg 13 13
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Outdoor Unit Model GWH09ACC-K6DNA1A/O GWH09ACC-K6DNA1A/O
Outdoor Unit Product Code CB497W03000 CB497W03001
ZHUHAI LANDA ZHUHAI LANDA
Compressor Manufacturer COMPRESSOR CO.. LTD COMPRESSOR CO.. LTD
Compressor Model QXF-A079zE190A QXF-A079zE190A
Compressor Oil FW68DA FW68DA
Compressor Type Rotary Rotary
Compressor LRA. A / /
Compressor RLA A 4.6 4.6
Compressor Power Input W 790 790
Compressor Overload Protector HPC115/95U1/KSD115°C HPC115/95U1/KSD115C
Throttling Method Capillary Capillary
Set Temperature Range °C 16~30 16~30
Cooling Operation Ambient Temperature oc 15~43 15~43
Range
Heating Operation Ambient Temperature oC 29~24 15~24
Range
Condenser Form Aluminum Fin-copper Tube Aluminum Fin-copper Tube
Condenser Pipe Diameter mm o7 o7
Condenser Rows-fin Gap mm 1-1.4 1-1.4
Condenser Coil Length (LXDXW) mm 710X19.05X508 710X19.05X508
Outdoor Fan Motor Speed rpm 900 900
Unit Fan Motor Power Output W 30 30
Fan Motor RLA A 0.36 0.36
Fan Motor Capacitor uF / /
Outdoor Unit Air Flow Volume m%h 1600 1600
Fan Type Axial-flow Axial-flow
Fan Diameter mm ®400 D400
Defrosting Method Automatic Defrosting Automatic Defrosting
Climate Type T T
Isolation | |
Moisture Protection IPX4 IPX4
Permissible Excessive Operating Pressure
for the Discharge Side P ° MPa 43 43
Permissible Excessive Operating Pressure
for the Suction Side i ° MPa 25 25
Sound Pressure Level (H/M/L) dB (A) 50/-/- 50/-/-
Sound Power Level (H/M/L) dB (A) 61/-/- 61/-/-
Dimension(WXHXD) mm 782X540X320 782X540X320
Dimension of Carton Box (LXWXH) mm 820X355X580 820X355X580
Dimension of Package(LXWXH) mm 823X358X595 823X358X595
Net Weight kg 27.5 27.5
Gross Weight kg 30 30
Refrigerant R32 R32
Refrigerant Charge kg 0.55 0.55
Connection Pipe Length m 5 5
Connection Pipe Gas Additional Charge g/m 16 16
. |Outer Diameter Liquid Pipe mm 6 D6
ConF?ectlon Outer Diameter Gas Pipe mm ©9.52 ©9.52
pe Max Distance Height m 10 10
Max Distance Length m 15 15
Note: The connection pipe applies metric diameter.

The above data is subject to change without notice. Please refer to the nameplate of the unit.
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2.2 Operation Characteristic Curve
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2.3 Capacity Variation Ratio According to Temperature

Heating operation ambient temperature range is -15°C~24°C
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3. Outline Dimension Diagram

3.1 Indoor Unit
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2. Specifications
2.1 Specification Sheet

Parameter Unit Value
Model GWH12ACC-K6DNA1D
Product Code CB497001601 CB497001600
Rated Voltage V~ 220-240 220-240
Power
Supply Rated Frequency Hz 50 50
Phases 1 1
Power Supply Mode Outdoor Outdoor
Cooling Capacity W 3500 3500
Heating Capacity W 3670 3670
Cooling Power Input W 1085 1085
Heating Power Input W 990 990
Cooling Current Input A 5.0 5.0
Heating Current Input A 4.5 4.5
Rated Input W 1500 1500
Rated Current A 6.6 6.6
Air Flow Volume(SS/H/MH/M/ML/L/SL) m°h 680/620/560/490/450/420/390 680/620/560/490/450/420/390
Dehumidifying Volume L/h 1.4 1.4
EER W/W 3.23 3.23
COP W/W 3.71 3.71
SEER W/W 7 7
SCOP(Average/Warmer/Colder) W/W 4/5.1/3.3 4/5.1/3.3
Application Area m’ 16-24 16-24
Indoor Unit Model GWH12ACC-K6DNA1D/I
Indoor Unit Product Code CB497N01600
Fan Type Cross-flow Cross-flow
Fan Diameter Length(DXL) mm $98X633.5 $98X633.5
Cooling Speed(SS/H/MH/M/ML/L/SL) r/min 1350/1200/1100/1000/920/850/800 1350/1200/1100/1000/920/850/800
Heating Speed(SS/H/MH/M/ML/L/SL) r/min 1300/1200/1120/1050/980/900/850 1300/1200/1120/1050/980/900/850
Fan Motor Power Output W 20 20
Fan Motor RLA A 0.31 0.31
Fan Motor Capacitor uF 1.5 1.5
Evaporator Form Aluminum Fin-copper Tube Aluminum Fin-copper Tube
Evaporator Pipe Diameter mm o5 ®5
Indoor Evaporator Row-fin Gap mm 2-1.5 2-1.5
unit |Evaporator Coil Length (LXDXW) mm 635X22.8X306.3 635X22.8X306.3
Swing Motor Model MP24BA MP24BA
Swing Motor Power Output W 1.5 1.5
Fuse Current A 3.15 3.15
fﬁj{‘%g essure Level(SSIHIMHM/ - 45 o) 42/38/35/32/30/28/26 42/38/35/32/30/28/26
f/"S“L”)d Power Level(SS/HMHMML/ | 5 () 57/50/47/44/42/140/38 57/50/47/44/42/40/38
Dimension (WXHXD) mm 889X294X212 889X294X212
Dimension of Carton Box (LXWXH) mm 935X349X273 935X349X273
Dimension of Package(LXWXH) mm 940X365X284 940X365X284
Net Weight kg 11 11
Gross Weight kg 13 13

Technical Information




Service Manual

QOutdoor Unit Model

GWH12QC-K6DNA1D/O

GWH12QC-K6DNA1D/O

Outdoor Unit Product Code

CB419W15501

CB419W15500

Compressor Manufacturer

ZHUHAI LANDA
COMPRESSOR CO.,LTD

ZHUHAI LANDA
COMPRESSOR CO.,LTD

Compressor Model

QXF-A102zE190B

QXF-A102zE190B

Compressor Oil FW68DA FW68DA
Compressor Type Rotary Rotary
Compressor LRA. A / /
Compressor RLA A 4.6 4.6
Compressor Power Input W 1023 1023
Compressor Overload Protector HPC115/95U1/KSD115°C HPC115/95U1/KSD115°C
Throttling Method Electron expansion valve Electron expansion valve
Set Temperature Range °C 16~30 16~30
Cooling Operation Ambient Temperature oc 15~43 15~43
Range
Heating Operation Ambient Temperature oc 15~24 29~04
Range
Condenser Form Aluminum Fin-copper Tube Aluminum Fin-copper Tube
Condenser Pipe Diameter mm O7.94 O7.94
Condenser Rows-fin Gap mm 1-1.4 1-1.4
Condenser Coil Length (LXDXW) mm 731X19.05X550 731X19.05X550
Outdoor Fan Motor Speed rpm 900 900
Unit Fan Motor Power Output W 30 30
Fan Motor RLA A 0.36 0.36
Fan Motor Capacitor uF / /
Outdoor Unit Air Flow Volume m®/h 2200 2200
Fan Type Axial-flow Axial-flow
Fan Diameter mm D438 438
Defrosting Method Automatic Defrosting Automatic Defrosting
Climate Type T1 T
Isolation I |
Moisture Protection IPX4 IPX4
Permissible Excessive Operating Pressure
for the Discharge Side P ’ MPa 43 4.3
Permissible Excessive Operating Pressure
for the Suction Side P ° MPa 25 25
Sound Pressure Level (H/M/L) dB (A) 52/-/- 52/-/-
Sound Power Level (H/M/L) dB (A) 62/-/- 62/-/-
Dimension(WXHXD) mm 848X596X320 848X596X320
Dimension of Carton Box (LXWXH) mm 878X360X630 878X360X630
Dimension of Package(LXWXH) mm 881X363X645 881X363X645
Net Weight kg 31 31
Gross Weight kg 34 34
Refrigerant R32 R32
Refrigerant Charge kg 0.7 0.7
Connection Pipe Length m 5 5
Connection Pipe Gas Additional Charge g/m 16 16
. |Outer Diameter Liquid Pipe mm 6 D6
ConPn_ectlon Outer Diameter Gas Pipe mm ©9.52 ©9.52
b€ Max Distance Height m 10 10
Max Distance Length m 20 20

Note: The connection pipe applies metric diameter.

The above data is subject to change without notice. Please refer to the nameplate of the unit.
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2.2 Operation Characteristic Curve
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2.3 Capacity Variation Ratio According to Temperature

Heating operation ambient temperature range is -22°C~24°C
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3. Outline Dimension Diagram

3.1 Indoor Unit
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3.2 Outdoor Unit
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Parameter Unit Value
Model GWH18ACD-K6DNA1D(LCLH) GWH18ACD-K6DNA1D(LC)
Product Code CB497002100 CB497002101
Rated Voltage V-~ 220-240 220-240
Power
Supply Rated Frequency Hz 50 50
Phases 1 1
Power Supply Mode Outdoor Outdoor
Cooling Capacity W 5200 5200
Heating Capacity W 5300 5300
Cooling Power Input W 1528 1528
Heating Power Input W 1410 1410
Cooling Current Input A 6.78 6.78
Heating Current Input A 6.26 6.26
Rated Input W 2600 2600
Rated Current A 6.78 6.78
Air Flow Volume(SH/H/MH/M/ML/L/SL) m°/h 660/590/540/490/450/420/390 660/590/540/490/450/420/390
Dehumidifying Volume L/h 1.8 1.8
EER W/W 3.40 3.4
COP W/W 3.76 3.76
SEER W/W 7 7
SCOP(Average/Warmer/Colder) W/W / /
Application Area m’ 23-34 23-34
Indoor Unit Model GWH18ACD-K6DNA1D/I GWH18ACD-K6DNA1D/I
Indoor Unit Product Code CB497N02100 CB497N02100
Fan Type Cross-flow Cross-flow
Fan Diameter Length(DXL) mm $106X706 $106X706
Cooling Speed(SH/H/M/L/SL) r/min 123011150\1080\980\900\ 850\800 123011150\1080\980\900\ 850\800
Heating Speed(SH/H/M/L/SL) r/min 135011250\ 115011050\980\900\850 | 135011250\ 1150\1050\980\900\850
Fan Motor Power Output W 35 35
Fan Motor RLA A 0.35 0.35
Fan Motor Capacitor uF 2.5 2.5
Evaporator Form Aluminum Fin-copper Tube Aluminum Fin-copper Tube
Evaporator Pipe Diameter mm o7 o7
Indoor |Evaporator Row-fin Gap mm 2-1.4 2-1.4
Unit  |Evaporator Coil Length (LXDXW) mm 715X25.4X304.8 715X25.4X304.8
Swing Motor Model MP35CJ MP35CJ
Swing Motor Power Output W 2.5 2.5
Fuse Current A 3.15 3.15
gﬁ;md Pressure Level(SHHMHMMLUIL/ | 45 () 45/43/41/38/35/34/31 45/43/41/38/35/34/31
Sound Power Level(SH/H/MH/M/ML/L/SL) | dB (A) 55/53/51/48/45/44/41 55/53/51/48/45/44/41
Dimension (WXHXD) mm 1013X307X221 1013X307X221
Dimension of Carton Box (LXWXH) mm 1077X375X300 1077X375X300
Dimension of Package(LXWXH) mm 1080X378X315 1080X378X315
Net Weight kg 13.5 13.5
Gross Weight kg 16.5 16.5
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Outdoor Unit Model

GWH18QD-K6DNA1D/O(LCLH)

GWH18QD-K6DNA1D/O(LC)

Outdoor Unit Product Code CB419W15600 CB419W15601
Compressor Manufacturer ZHUHAI LANDA COMPRESSOR | ZHUHAI LANDA COMPRESSOR
CO.LTD CO.,LTD
Compressor Model QXF-B141ZF030F QXF-B141ZF030F
Compressor Oil FWG68DA or equivalent FWG68DA or equivalent
Compressor Type Rotary Rotary
Compressor LRA. A 25 25
Compressor RLA A 6.5 6.5
Compressor Power Input W 1410 1410
Compressor Overload Protector HPC115/95U1 KSD115°C HPC115/95U1 KSD115°C
Throttling Method Electron expansion valve Electron expansion valve
Set Temperature Range °C 16~30 16~30
Cooling Operation Ambient Temperature oc 15~43 15~43
Range
Heating Operation Ambient Temperature oC 29~24 15~24
Range
Condenser Form Aluminum Fin-copper Tube Aluminum Fin-copper Tube
Condenser Pipe Diameter mm o7 o7
Condenser Rows-fin Gap mm 2-1.4 2-1.4
Condenser Coil Length (LXDXW) mm 851X38.1X660 851X38.1X660
Fan Motor Speed rpm 800 800
Outdpor Fan Motor Power Output W 60 60
Unit TE2n Motor RLA A 0.4 0.4
Fan Motor Capacitor uF / /
Outdoor Unit Air Flow Volume m°h 3200 3200
Fan Type Axial-flow Axial-flow
Fan Diameter mm $520 $520
Defrosting Method Automatic Defrosting Automatic Defrosting
Climate Type T1 T
Isolation | |
Moisture Protection IPX4 IPX4
Permissible Excessive Operating Pressure
for the Discharge Side P ° MPa 43 43
Permissible Excessive Operating Pressure
for the Suction Side i ° MPa 2.5 25
Sound Pressure Level (H/M/L) dB (A) 57/-1- 57/-/-
Sound Power Level (H/M/L) dB (A) 64/-/- 64/-/-
Dimension(WXHXD) mm 963X700X396 963X700X396
Dimension of Carton Box (LXWXH) mm 1026X455X735 1026X455X735
Dimension of Package(LXWXH) mm 1029X458X750 1029X458X750
Net Weight kg 45 45
Gross Weight kg 49.5 49.5
Refrigerant R32 R32
Refrigerant Charge kg 1 1
Connection Pipe Length m 5 5
Connection Pipe Gas Additional Charge g/m 16 16
. |Outer Diameter Liquid Pipe mm d6 D6
Conlgisztlon Outer Diameter Gas Pipe mm D12 D12
Max Distance Height m 10 10
Max Distance Length m 25 25

Note: The connection pipe applies metric diameter.

The above data is subject to change without notice. Please refer to the nameplate of the unit.
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2.2 Operation Characteristic Curve

Cooling Heating
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2.3 Capacity Variation Ratio According to Temperature

Heating operation ambient temperature range is -22°C~24°C

Compressor speed (rps)

Cooling Heating
130 — 130
120 % % 120
— 110 . __ 1o SR
X Lo R sl
S 100 Lot 5 10 T
e ] E ‘
2 9 ot = %
[3) Lo S 80
3 80 Lot 4
® | | : : O 70 —
© 70 Lt L 1 i i |Condition | © Condition
b i1 | Indoor:DB27°C WB19°C 60 Indoor:DB20°C
60 | L 1 i 1 i |Indoor air flow: High | Indoor air flow: High
Do | 1 | Pipe length:5m 50 Pipe length:5m
50 [ [ I I I S NN N S— 40 [
32 33 34 35 36 37 38 39 40 41 42 43 44 45 46 22 15 210 5 0 5 10
Outdoor temp. (°C) Outdoor temp.(°C)
Heating operation ambient temperature range is -15°C~24°C
Cooling Heating
130 — 110
—~ 110 -
X Lo 90
S 100 iooa —
® o 2 80
2 9 boos S
‘© | | E
3 80 Lot > 10
© P Lo © "
© 70 b--L__i__1__1__1__| Condition L I 60 Conditions s
o || Indoor:DB27°C WB19°C 8 Indoor:DB20°C
60 | -1t i |Indoor air flow: High . 50 Indoor air flow:Super High
v b Pipe length:5m Pipe length:5m
50 | | | | | | | | | | | | 40 H H H H H H H H H H H H H
32 33 34 35 36 37 38 39 40 41 42 43 44 45 46 -15 -10 -5 0 5 7 10
Outdoor temp. (°C) Outdoor temp.(°C)

Technical Information




Service Manual

3. Outline Dimension Diagram

3.1 Indoor Unit

-

12K
75 75
W1 W2 W3
} 77777777777777777777777777777777777777777777777777777777777777 * 18K
NS S =T
: ° © O @ = ° @ ;ZDQC) O ° |
B U — Ut .
| f i f ) |
| i [N RE 0o |
. 55 0] 0] @55
: = (o} - OU :
1 : Iz ol |
Q 38 if— P2 il
Ly __. Unitmm
. 190 . 140
Unit:mm
Models w H D W1 W2 w3
12K 889 294 212 201.5 541.5 146
18K 1013 307 221 1255 685 2025

Technical Information




Service Manual

3.2 Outdoor Unit

12K

257

= o

EEEEEEEw]

EEEEEEEN)

320

969

780

848

Unit:mm

[0

540

18K

340

=) |

396

963

Unit:mm

' /Ay

890

560

(B3

Y YaYe

Technical Information




Service Manual

GWH24ACE-K6DNA1A

Model GWH24ACE-K6DNAA GWH24ACE-K6DNA1A
CB497001901/CB497001903
Product Code CB344000801 CB497001900
P Rated Voltage V ~ 220-240 220-240
ower
Rated Frequency Hz 50 50
Supply Phases 1 1

Power Supply Mode Qutdoor Qutdoor

Cooling Capacity W 7000 7000

Heating Capacity W 7400 7400

Cooling Power Input w 1900 1900

Heating Power Input W 1897 1897

Cooling Power Current A 8.73 8.73

Heating Power Current A 8.84 8.84

Rated Input W 3750 3750

Rated Current A 8.73 8.73

IAir Flow Volume(SH/H/M/L/SL) m°h 660/590/540/490/450/420/390 660/590/540/490/450/420/390

Dehumidifying Volume L/h 2.4 2.4

EER WIW 3.68 3.68

COP W/wW 3.90 3.90

SEER W/W 6.5 6.5

HSPF WIW / /

IApplication Area m? 27-42 27-42

. GWH24ACE-K6DNA1A/I
Model of Indoor Unit GWH24ACE-K6DNA4A/I GWH24ACE-K6DNA1A/I
. CB497N01900/CB497N01903

Indoor Unit Product Code CRB344N00800 CB497N01900
Fan Type Cross-flow Cross-flow
Diameter Length(DXL) mm ®108X830 ®108X830
Fan Motor Cooling Speed(SH/H/M/L/SL) r/min | 1250/1150/1050/950/900/850/800 | 1250/1150/1050/950/900/850/800
Fan Motor Heating Speed(SH/H/M/L/SL) r/min  |1250/1150/1050/1000/950/900/850( 1250/1150/1050/1000/950/900/850
Output of Fan Motor w 35 35
Fan Motor RLA A 0.35 0.35
Fan Motor Capacitor MF 3 3
Evaporator Form Aluminum Fin-copper Tube Aluminum Fin-copper Tube

Indoor Unit |Pipe Diameter mm o7 7
Row-fin Gap mm 2-14 2-14
Coil Length (LXDXW) mm 850X25.4X342.9 850X25.4X342.9
Swing Motor Model MP35CJ MP35CJ
Output of Swing Motor w 25 2.5
Fuse A 3.15 3.15
Sound Pressure Level (SH/H/M/L/SL) dB (A) 48/45/42/39/37/36/33 48/45/42/39/37/36/33
Sound Power Level (SH/H/M/L/SL) dB (A) 58/55/52/49/47/46/43 58/55/52/49/47/46/43
Dimension (WXHXD) mm 1122X329X247 1122X329X247
Dimension of Carton Box (LXWXH) mm 1193X410X350 1193X410X350
Dimension of Package (LXWXH) mm 1148X413X350 1193X410X350
Net Weight kg 17.5 17.5
Gross Weight kg 21 21
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Outdoor Unit Model

GWH24QE-K6DNA1E/O

GWH24QE-K6DNA1E/O

Outdoor Unit Product Code CB419W15701 CB419W15700
Compressor Manufacturer ZHUHAI LANDA COMPRESSOR | ZHUHAI LANDA COMPRESSOR
CO., LTD CO., LTD
Compressor Model QXFS-D25zX090H QXFS-D25zX090H
Compressor QOil FW68DA FWG68DA
Compressor Type Rotary Rotary
Compressor LRA. A 24 24
Compressor RLA A 11.7 11.7
Compressor Power Input W 2420 2420
Compressor Overload Protector HPC115/95U1/KSD115°C HPC115/95U1/KSD115°C
Throttling Method Electron expansion valve Electron expansion valve
Set Temperature Range °C 16~30 16~30
Cooling Operation Ambient Temperature oC 15~43 15~43
Range
Heating Operation Ambient Temperature oC 15~24 2924
Range
Condenser Form Aluminum Fin-copper Tube Aluminum Fin-copper Tube
Condenser Pipe Diameter mm o7 o7
Condenser Rows-fin Gap mm 2-1.4 2-1.4
Condenser Coil Length (LXDXW) mm 935X38.1X660 935X38.1X660
Fan Motor Speed rpm 800 800
Olﬂgﬁor Fan Motor Power Output W 60 60
Fan Motor RLA A 0.58 0.58
Fan Motor Capacitor uF / /
Outdoor Unit Air Flow Volume m’h 3200 3200
Fan Type Axial-flow Axial-flow
Fan Diameter mm $520 520
Defrosting Method Automatic Defrosting Automatic Defrosting
Climate Type T1 T
Isolation | |
Moisture Protection IPX4 IPX4
Permissible Excessive Operating Pressure
for the Discharge Side P ° MPa 4.3 43
Permissible Excessive Operating Pressure
for the Suction Side P ) MPa 25 2.5
Sound Pressure Level (H/M/L) dB (A) 57/-1- 57/-1-
Sound Power Level (H/M/L) dB (A) 67/-I- 67/-/-
Dimension(WXHXD) mm 963X700X396 963X700X396
Dimension of Carton Box (LXWXH) mm 1026X455X735 1026X455X735
Dimension of Package(LXWXH) mm 1029X458X750 1029X458X750
Net Weight kg 53.5 53.5
Gross Weight kg 58 58
Refrigerant R32 R32
Refrigerant Charge kg 1.7 1.7
Connection Pipe Length m 5 5
Connection Pipe Gas Additional Charge g/m 50 50
. |Outer Diameter Liquid Pipe mm D6 D6
Con;isgtlon Outer Diameter Gas Pipe mm P16 D16
Max Distance Height m 10 10
Max Distance Length m 20 20

Note: The connection pipe applies metric diameter.

The above data is subject to change without notice. Please refer to the nameplate of the unit.
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2.2 Operation Characteristic Curve

Cooling Heating
11 : : : : : 11 7
10 - Con‘ditions‘ | | IEM 10 //;/
9 |- Indoor: DB27°CrWB19°C ,%l 9 y/ /4
g |.| Qutdoor: DB35°C/WB24°C \ Py 8 AK
| Indoor air flow: High V/ 74
< 7 |-{ Pipe length: 5m 7 ~ < 7 iﬁ@
=z 6 . =~ 6
C C
g s y & g s B
= 5 240V
o 4 A O 4 i
\ Conditions
3 I—L 3 Indoor: DB20°C/WB15°C
2 ,ﬁ@ 2 Outdoor: DB7°C/WB6°C
/ Indoor air flow: High
1 1 Pipe length: 5m
0 0
0 10 20 30 40 50 60 70 80 90 0 10 20 30 40 50 60 70 80 90 100 110120
Compressor speed (rps) Compressor speed (rps)

2.3 Capacity Variation Ratio According to Temperature

Heating operation ambient temperature range is -15°C~24°C

Cooling Heating
140 — ‘ — — ‘ 140 — —09/12K
~ 120 120 — 18K
= Q
S 100 < 100 24K
© [ 2
> 80 | | S 80 [---¢ i i i i I 1 1 1
S [ [ = /} ! ! Conditions
2 60 [ [ + ® 60 f---r---r---r---r-1{ Indoor:DB20°C 1
S \ \ ! \ I | condition S 20 i . : : Indoor air flow:Super High
40 = A= o= == == = ¥ 1indoor:DB27°C WB19°C | | © . | Pipelength:5m 7
0 |- ot Tl indoor air flow: High | D T T T ey sy A S S R
7 | |Pipelength:5m A
0 , , , , , 0 I I I I I I I I I
45 10 5 0 5 10 15 20 25 30 35 43 22 45 -0 7 0 2 7 15 18 21 24
Outdoor temp.(°C) Outdoor temp.(°C)
Heating operation ambient temperature range is -22°C~24°C
Cooling Heating
140 ‘ : : ; ‘ ‘
\ ‘ 140 T 1 1 — 091K
S 100 L + E < e R o G S
© Lo | ‘ < 100 // 24K
> 80 [ [ + \ = ‘ = i | 1 1 1 1 1
6 | | | | E 80 ’77"”77"”Tiff.T.’ffT”’T*”Tff”
T 60 | | - 2 Conditions
3 | | | | | | Condition g 60, -1 Indoor:DB20°C -1
40 |} - 4 - 1 — —1— — = — +| Indoor:DB27°C WB19°C |- | S Indoor air flow:Super High
[ [ [ [ || Indoor air flow: High O 40 "1 Pipe length:5m -
20 | — - — -1— —1= —+ — +| Pipe length:5m - - ‘ ‘ ‘ ‘ ‘
[ [ [ [ [ [ [ [ [ L e e e
0 ! ! ! ‘ ! ! ‘ ! ! ! . ! ! ! ! ! ! ! ! !
45 10 5 0 5 10 15 20 25 30 35 43
22 15 40 -7 0 2 7 15 18 21 24
Outdoor temp.(°C)

Outdoor temp.(°C)
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3. Outline Dimension Diagram

3.1 Indoor Unit

-

H
09/12K
* 18K
{ 24K
L 771 77777777777777777777 ———  Unitmm
154 19>
Unit:mm
Models W H D W1 w2 W3
09/12K 889 294 212 201.5 5415 146
18K 1013 307 221 125.5 685 202.5
24K 1122 329 247 207 685 230
Technical Information o
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3.2 Outdoor Unit
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42  GREE LEGKONDICIONALOK

FREE MATCH MULTI KOMBINACIOS TABLAK

448 Kombinacio GWHD(565)NK

HD(56SINM3DO(2 to 9)

¢ GREe

FREE MATCH MULTI KOMBINACIOS TABLAK

2 beltéri 3 beltéri 4 beltéri
7+18 7+7+18 7+21+24 9+24+24 18+21+24 TH7+7+7 T+7+12+24 T+9+12+424 | 7+12+21+24 | 9+9+12+21 9+12+21+21 12+12+18+24
7+21 7+7+21 7+24+24 | 12+12+12 | 18+24+24 7+7+7+9 7+7+18+18 | 7+9+18+18 | 7+18+18+18 | 9+9+12+24 | 9+12+21+24 | 12+12+21+21
7+24 7+7+24 9+9+12 12+12+18 21421421 TH7+7+12 7+7+18+21 749418421 | 7+18+18+21 | 9+49+18+18 | 9+12424+24 | 12412421424
9+18 7+9+12 9+9+18 12+412+21 | 21+21+24 7+7+7+18 | 7+7+18+24 | 7+9+18+24 | 7+18+18+24 | 9+9+18+21 | 9+18+18+18 | 12+12+24+24
9+21 7+9+18 9+9+21 12+12+24 | 21+24+424 T+7+7+21 747421421 | 749421421 | 7+18+21+21 | 9+9+18+24 9+18+18+21 | 12+18+18+18
9+24 7+9+21 9+9+24 12+18+18 | 24+24+24 T+7+7+24 | 7+7+21+24 | 7+9+21424 | 7+18+21+24 | 9+9+21+21 9+18+18+24 | 12+18+18+21
12+18 7+9+24 9+12+12 | 12+18+21 - 7+7+9+9 T+7+24+24 | 7+9+24+24 | 7+18+24+24 | 9+9+21+24 | 9+18+21+21 | 12+18+18+24
12+21 7+12+12 9+12+18 | 12+18+24 = 7+7+9+9 7+9+9+9 7+12+12+12 | 7+421+21+21 | 9+9+24+24 | 9+18+21+24 | 12+18+21+21
12+24 7+12+18 9+12+21 | 12+21+21 - 7+7+9+12 7+9+9+12 | 7+12+12+18 9+9+9+9 9+12+12+12 | 9+21+21+21 | 18+18+18+18
18+18 7+12+21 9+12+24 | 12+21+24 = 7+7+9+18 7+9+9+18 | 7+12+12+21 | 9+9+9+12 9+12+12+18 | 12+12+12+12 =
18+21 7412424 | 9+18+18 | 12424424 7+7+9+21 74949421 | 7412412424 | 94949418 | 9+12+12421 | 12+12+12+18
18+24 7+18+18 9+18+21 | 18+18+18 - T+7+9+424 74949424 | 7412418+18 [ 9+49+9+21 9+12412+424 | 12+12+12+21 -
21421 7+18+21 9+18+24 | 18+18+21 - 7+7+12+12 T+9+12+12 | 7+12+18+21 | 9+9+9+24 9+12+18+18 | 12+12+12+24 -
21424 7+18+24 9+21+21 | 18+18+24 = 7+7+12+18 | 7+9+12+18 [7+12+18+24 | 9+9+12+12 | 9+12+18+21 | 12+12+18+18 =
24+24 7+21+21 9+21+24 | 18+21+21 - 7+7+12+21 | 749+12+21 | 7412+21+21 | 9+9+12+18 | 9+12+18+24 | 12+12+18+21 -
GWHDI56S)NK3CO(2 to 9) GWHD(56SINM3DOI2 to 9)
5 beltéri 6 beltéri
7+7+747+7 7+7+9+9+9 T+7+12+21421 7+9+12+12+24 9+9+9+18+18 | 12+12+12+12+18 T+7+7+7+7+7 TH7+7+9+12+12 | 7+7+9+9+12+18
T+7+7+7+9 7+7+9+9+12 7+7+12+21+24 7+9+12+18+18 9+9+9+18+21 12+12+12+12+21 TH7+7+7+749 T+7+7+9+12+12 | 74+7+9+9+12+21
TH7+7+7+12 7+7+9+9+18 7+7+18+18+18 7+9+12+18+21 9+9+9+18+24 | 12+12+12+12+24 | 7+7+7+7+7+12 | 7+7+7+9+12+18 | 7+7+9+9+12+24
T4+7+7+7+18 7+7+9+9+21 7+7+18+18+21 | 7+9+12+18+24 9+9+9+21+21 [ 12+412+12+18+18 | 7+7+7+7+7+18 | 74+7+7+9+12+21 | 7+7+9+9+18+18
T+7+7+7+21 7+7+9+9+24 7+9+9+9+9 7+9+12+21+21 9+9+9+21+24 - T+7+7+7+7+21 | 7+7+7+9+12+24 | 7+7+9+9+18+21
7+7+7+7+24 7+7+9+12+12 7+9+9+9+12 7+9+18+18+18 9+9+12+12+12 7H7+7+747+24 | 7+7+7+9+18+18 | 7+7+9+12+12+12
7+7+7+9+9 7+7+9+12+18 7+9+9+9+18 7+12+12+12+12 9+9+12+12+18 - T+7+7+7+949 T+7+7+49+18+21 | 74+7+9+12+12+18
T+7+7+9+12 7+7+9+12+21 7+9+9+9+21 7+12+12+12+18 9+9+12+12+21 - TH+74+7+7+9+12 | 7+7+7+9+18424 | 7+7+9+12+12+21
TATHTH49418 | 74749412424 | 7494949424 | 7412412412421 | 9+9+12+12+24 - TATHTHT+9HI8 | 7474749421421 | 747+9+12+12+24
7474749421 | 747+49+18+18 | 74949412412 | 7412412412424 | 9+9+12+18+18 - THT474749+21 | 74747+12+12412 | 747+49+12418+18
T474749424 | 74749+18421 | 749+49+12+18 | 7+12+12+18+18 | 9+9+12+18+21 - 747474749424 | 74747+124+12+18 | 7+9+949+9+9
74747412412 | 747+49+18424 | 749+9+12421 | 7+12+12+18+21 | 9+9+12+18+24 - T+74747+12412 | 74747+12+12+21 | 7+9+9+9+9+12
74747412418 | 74749421424 | 749+9+12+24 9+9+9+9+9 9+9+12+21+421 7474747412418 | 74747412412424 | 7+9+9+9+9+18
7+7+7+12+21 7+7+9+24+24 7+9+9+18+18 9+9+9+9+12 9+9+18+18+18 TAT+7+7+12+421 | 747+7+12+18+18 | 7+9+9+9+9+21
T4+7+7+12+24 74+7+12+12+12 7+9+9+18+21 9+9+9+9+18 9+12+12+12+12 - TH7+7+7+12424 | 7+7+7+12418+421 | 7+9+9+949+24
7+7+7+18+18 7+7+12+12+18 7+9+9+18+24 9+9+9+9+21 9+12+12+12+18 - 7+7+7+7+18+18 7+7+9+9+9+9 7+9+9+9+12+12
7+7+7+18+21 7+7+12+12+21 7+9+9+21+21 9+9+9+9+24 9+12+12+12+21 - 7+7+7+9+9+9 7+7+9+949+12 | 7+9+9+9+12+18
7+7+7+18+24 7+7+12+12+24 | 7+9+9+21+24 9+9+9+12+12 9+12+12+12+24 = 7+7+7+9+9+12 | 7+7+9+9+9+18 [ 7+9+9+9+12+21
T+7+7+21+21 7+7+12+18+18 | 7+9+12+12+12 9+9+9+12+18 9+12+12+18+18 - 7+7+7+9+9+18 | 7+7+9+9+9+21 | 7+9+9+9+12+24
7+7+7+21+24 7+7+12+18+21 | 7+9+12+12+18 9+9+9+12+21 9+12+12+18+21 ® 7+7+7+9+9+21 | 7+7+9+9+9+24 | 7+9+9+9+18+18
7+747+24+24 74+7+12+18+24 +9+12+12+21 9+9+9+12+24 12+412+12+12+12 +747+9+9424 | 7+7+9+9+12+12 | 749+9+12+12+12
DI56S)NM3DO(2 to 9)
6 beltéri 7 beltéri 8 belteri 9 belteri
TH949+12+12+18 | 12+12+412+12+12+12 | T47+7+7+7+7+7 T4+74+7+7+9+9+21 74+749+9+9+9+12 VavavavAAVAVAYS TH7+7+949+949+49 | THTH74+7+7+747+747
7+9+9+12+12+21 - THTHTHTHTH7+9 TH7+747+9+9+24 7+7+49494949+18 THTHTHTHTHT+749 THTATH9+9+949412 | TH7+7+7+7+7+74749

7+9+12+12+12+12

THTHTATATHT+12

TH7+7+749+12+12

7+7+9+9+9+9+21

THTATHTATATATHI2

THTATH9+949+12412 | THT7+7+747+7+7+7+12

7+9+12+12+12+18 = TH7+7+747+7+18 | 7+7+7+7+9+12+18 | 7+7+9+9+9+12+12 TH7+7+7+7+7+7+18 7+7+9+9+9+949+9 | 74+7+7+7+7+7+7+9+9
7+12+12+12+12+12 - TATATHTH7+7+21 | 747+7+7+9+12+21 7+7+9+9+9+12+18 THTATATHTHT7+7421 | 7H74+9+9+9+9+9+12 | 7+7+7+7+7+7+7+9+12
9+9+9+9+9+9 = THT+T+7+7+7+24 | 7+7+7+7+12+12+12 | 7+7+9+9+12+12+12 T+7+7+7+7+7+9+9 7+9+9+9+94+9+9+9 | 7+7+7+7+7+7+9+9+9
9+9+9+9+9+12 - TH7ATH74749+9 | TH747+7+12412+418 | TH74+9+12+12+12+12 | T+74+7474+74749+12 | 9+9+9+949+9+949 | 74+7+7+7+7+7+9+9+12
9+9+9+9+9+18 = T+74+7+7+7+9+12 7+7+7+9+9+9+9 7+9+9+9+9+9+9 T+7+7+7+747+9+18 = T+7+7+7+7+9+9+9+9
9+9+9+9+9+21 T+7+7+7+7+9+18 74+7+7+9+9+9+12 749+9+9+949+12 T+7+7+7+7+7+9+21
949+949+9+424 - TH7+7+747+9421 T+7474949+9+18 74+94949+9+9+18 TATHTHTHTH7+12412 - -
9+9+9+9+12+12 - TH7+7+747+49+24 7+7+7+9+9+9+21 T+9+9+949+12+12 | 74+7+747+7+7+12+18 - -
9+9+9+9+12+18 - TATHTHTHTHI2412 | 7+747494949+24 | 7+9+9+9+12+12+12 TH7+7+7+749+9+9 - -
9+9+9+9+12+21 - THTA7+7+7+12+18 | 7+747+9+9+12+12 9+9+9+9+9+9+9 TH7+7+747+9+9+12 - -
9+9+9+9+12+24 = TH7+7+7+7+12+421 | 7+7+7+9+9+12+18 | 9+9+9+9+9+9+12 7+7+7+7+7+9+9+18 = =
9+9+9+9+18+18 - THIH7+ 747412424 | 7+7+7+4949+12421 | 9+9+9+9+0+9+18 | T+7+7+7+7+9+12+12 - -

9+9+9+12+12+12

7+7+7+7+7+18+18

7H747+9+12+12+12

9+9+9+9+9+12+12

TH7HTH7+7+12+12+12

8 Kombinacid GwHD(14INK6LO 18 Kombinacio ID2UNKELO
1 beltéri 2 belteri 2 beltéri 3 beltéri
7 747 7+9 7+7 7+9 74747 7+7+9
9 7+12 9+9 7+12 7+18 7+7+12 7+9+9
12 9+12 - 9+9 9+12 7+9+12 7+12+12
9+18 12+12 9+9+9 9+9+12
12+18 - 12412412 -
10 Kombinaciod GwHDHBINKELO 23 Kombinacio GwHD24INKELO
[ toets 2 beltéri | 2 beltéri 3 beltéri
‘ 7 747 749 ‘ 747 749 74747 74749
9 7412 7+18 7+12 7+18 7+7+12 7+7+18
‘ 1 949 9412 ‘ 9+9 9+12 74949 749412
B 12412 B 9+18 12+12 7+9+18 7+12+12
12+18 18+18 9+9+9 9+9+12
- - 9+9+18 9+12+12
- - 12+12+12 -
40 Kombinacié GWHDI28INKELO
2 belteri 3 beltéri 4 belteri
747 7+9 7+7+7 74749 T+7+747 7474749
7+12 7+18 747412 7+7+18 7+7+7+12 7+7+7+18
9+9 9+12 7+9+9 7+9+12 7474949 7+749+12
9+18 12+412 7+9+18 7+12+12 7+7+9+18 7+7+12+12
12+18 18+18 7+12+18 9+9+9 7+9+9+9 7+9+9+12
- - 9+9+12 9+9+18 7+9+12+12 9+9+9+9
- - 9+12+12 9+12+18 9+9+9+12 9+9+12+12
= = 12+12+12 12+12+18
97 Kombinacié GWHD(36INKELO
2 beltéri 3 belteri 4 beltéri
7+12 18+18 74747 7+12+21 9+12+21 TATHT+7 747+12+21 7+12+12+18
7+18 18+21 74749 7+12+24 9+12+24 T+747+9 T47+12+24 9+9+9+9
7421 18+24 747412 7+18+18 9+18+18 T+747+12 7+7+18+18 9+9+9+12
7+24 21+21 7+7+18 7+18+21 9+18+21 7+747+18 7+9+9+9 9+9+9+18
9+9 21424 7+7+21 7+18+24 9+18+24 7+7+7+21 7+9+9+12 9+9+9+21
9+12 24+24 7+7+24 7+21+21 9+21+21 7+7+7+24 7+9+9+18 9+9+9+24
9+18 - 7+9+9 9+9+9 12+12+12 7+7+9+9 7+9+9+21 9+9+12+12
9+21 - 7+9+12 9+9+12 12+12+18 7+7+9+12 7+9+9+24 9+9+12+18
9+24 - 7+9+18 9+9+18 12+12+21 7+7+9+18 749+12+12 9+9+18+18
12412 - 7+9+21 9+9+21 12+12+24 7+749+21 749+12+18 9+9+12+12
12+18 +9+24 9+9+24 12+18+18 7+7+9+24 7+9+12+21 9+12+12+12
12421 7+12+12 9+12+12 12+18+21 747412412 7+9+18+18 9+12+12+18
12+24 - 7+12+18 9+12+18 12+18+24 7+7+12+18 7+12+12+12 12412412412
155 Kombinacio GWHD(42)NK6LO
2 beltéri 3 belteri 4 belteri 5 belteri
7+18 74747 7+21+21 12412412 THTHTHT 747+18+24 - - TATATHTHT 747+9+12+12
7+21 74749 7421424 12+12+18 7+7+749 749+9+9 - 9+9+9+9 TH7+7+749 747+9+12+18
7+24 7+7+12 7424424 12412421 THT+T+12 749+9+12 9+9+9+12 TH74747+12 747+9+12+21
9+12 747+18 9+9+9 12+12+24 74747+18 7+49+9+18 7+12+18+21 9+9+9+18 T4747+7+18 TH7+12+12+12
9+18 747+21 9+9+12 12+18+18 747+7+21 749+9+21 7+12+18+24 9+9+9+21 7474747421 747+12+12+18
9+21 747424 9+9+18 12+18+21 74747424 7+9+9+24 7+12+21+21 9+9+9+24 T47+7+7+24 749+9+9+9
9+24 749+9 9+9+21 12+18+24 7474949 749+12+12 7+18+18+18 9+9+12+12 T4747+9+9 749+9+9+12
12+12 749+12 9+9+24 12+21+21 747+9+9 749+12+18 - 9+9+12+18 T4747+9+12 7+9+9+9+18
12+18 7+9+18 9+12+12 12421424 74749+12 749+12+21 - 9+9+12+21 747+7+9+18 749+9+9+21
12421 749421 9+12+418 | 12+24+24 747+9+18 749+12+24 - 9+9+12+24 T47+7+9+21 749+9+12+412
12+24 7+9+24 9+12+21 18+18+18 747+9+421 7+49+18+18 9+9+18+18 7+7+749+24 7+9+9+12+18
18+18 741, 9+12+24 18+18+21 7+7+9+24 7+9+18+, - 9+12+12+12 TA74+7+12+12 749+12+12+12
18+21 7+12+18 9+18+18 18+18+24 747+12+12 7+12+12+12 - 9+12+12+18 747+7+12+18 7+12+12+12+12
18+24 7+12+21 9+18+21 18+21+21 T47+12+18 7+12+12+18 - 9+12+12+21 T47+7+12+21 9+9+9+9+9
21421 7+12+24 9+18+24 7+7+12+21 7+12+12+21 - 12+12+12+12 7+7+9+9+9 9+9+9+9+12
21424 7+18+18 9+21+21 - 747+12+24 7+12+12+24 - 12+12+12+18 74749+9+12 9+9+9+9+18
24+24 7+18+21 9+21+24 - 747+18+18 7+12+18+18 - - 747+9+9+18 9+9+9+12+12
7+18+24 7+24+24 7+7+18+21 9+9+18+21 9+9+12+12+12

9+9+9+12+12+18 - 74747494949 | 74747+9+12+12+18 | 9+9+9+9+12+12+12 | 7+7+7+74949+9+9 - -
9+9+9+12+12+21 - TH7474+7+9+9+12 | 74+7+7+12+12+12+12 - TH7+7+749+9+9+12 - -
9+9+12+12+12+12 - THT+7474949+18 | 747+9+9+49+9+9 - TH74THT4949+12+12 - -
9+9+12+12+12+18 = = =

9+12+12+12+12+12




